
Saw-Cut Layout Kit 
Lock Downs ςAlign for tape 90°  offset 

Handle for easy carrying 

Oil Crayon for marking 

dog-eared corners. 

Tape Measure Modified 

for Kit 
мκуέ ¢-bar Hole 

aŀƎƴŜǘƛŎ мκуέ 5Ǌƛƭƭ .ƛǘΣ 

Sight Stick, and T-Bar  

Storage 

Loop Size Measuring Point 
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нрΩ ¢ŀǇŜ aŜŀǎǳǊŜǎ 

Dog Ear Corner Guide (on both sides) Use this 

guide to mark your dog eared corners. 

Guide to keep the 

 measuring tape at 90° 

Thank you for test marketing our prototype kit, we are looking forward to your feedback. 

If you have any questions about how the Layout Kit works please call: 714-890-1604 
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2.  

Gate  

Curb  

Drill a hole into the corner of the block and 

place a t-pin into it. 

aŜŀǎǳǊŜ нΩ ŦǊƻƳ ǘƘŜ ŎǳǊō ŀƴŘ пΩ-рΩ όŘŜǇŜƴŘƛƴƎ ƻƴ ǘƘŜ ƭƻƻǇ ǎƛȊŜύ ŦǊƻƳ ǘƘŜ 

gate. (Or whatever measurement you need to make to center the loop in 

the driveway.) 

Rotate the block around, and pull out the long 

and short leg of the loop.  

3.  

New Layout Kit Instructions 
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1.  

Lock the tape measurer and  use the lock downs 

to hold the tape measurer in place. Make sure 

that the tape is pressing up against the 90° guide. 

4.  



You can use a separate tape measurer to make sure that the kit is 

square (the same distance from the gate as the kit). 
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5.  

Drill a hole at the end of each tape measure. 

You can use the hole in the 

metal end of the tape  

measurer as a guide to help 

find the center of the tape. 

6.  

Tip: 



Insert a metal skewer into the holes.  

When you are satisfied with the position of 

the template drill though the corner hole. 5 

8.  

Line up the kit by touching each tape measure to skewers. 

10.  11.  

Move to opposite corner 

9.  

                     When both holes have been            

 drilled pick up the template and  

place a skewer in the corner hole. Take 

the template and move it to the opposite 

corner. Line up the tape measures so that 

they touch the skewers. 


